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Magnetizing Powers

The table of model

Model DXD-1520-30 DXD-2520-30 DXD-2530-30 DXD-4030-30 DXD-4060-30

Input Power AC220V 50～60Hz 30A AC220V 50～60Hz 40A  AC380V 50～60Hz 60A  

Max Output Current 30,000 30,000 30,000 

Charge Voltage DC50～1500V DC50～2500V  DC200～4000V  

Repeat Precision Of Charge 

Voltage
±1V+1digit  ±1V+1digit  ±1V+1digit  

Charge Time 5（sec）  6（sec）  10（sec）  12（sec）  24（sec）  

The Capacity of Condenser 2,000uF 2,000uF 3,000uF 3,000uF 6,000uF 

The Capacity Changing 1,000/2,000 1,000/2,000 1,000/2,000/3,000 1,000/2,000/3,000 1,000/2,000/6,000 

Main Switch SCR SCR SCR 

Discharge Current Meter (Compare 

Function)

 

Have 

 

Have 

 

Have 

Interior Discharge Circuit
 

Have 

 

Have 

 

Have 

Enclosure Dimensions 600W×900D×1350H 700W×900D×1450H 700W×1180D×1450H 1000W×1000D×1350H 1660W×1000D×2000H 

Weight 250Kg 410Kg 510Kg 1200Kg 1800Kg 
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